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Abstract:  
The operating experience in the nuclear facilities shows that design assumptions may not be always 
realistic, particularly in the relation to fire initiation. Besides, the knowledge of accidental fire and 
especially fire modelling of fire scenarios has improved significantly over the last decades. This allows 
licensees and nuclear safety authorities to use fire modelling and risk information, along with 
prescriptive requirements to ensure that nuclear facilities will not challenge the workers, the population 
and the environment when an internal fire would occur. Bel V aims at acquiring proper knowledge and 
methodologies for initiating and reviewing risk informed fire analysis which will be conducted by the 
Belgian NPP licensees. In addition, activities to gain more experience and knowledge on specific fire 
behaviour and its consequences in nuclear (non-NPPs) facilities are launched to mark this evolution 
for all nuclear facilities. This contribution to the Eurosafe Forum briefly describe the scope of the 
current Bel V R&D activities on fire safety, conducted in order to familiarize with state-of-art techniques 
to perform suitable analysis, as well as regulatory and supervising activities. Furthermore, main 
outcomes of specific R&D projects on fire behaviour in nuclear facilities are cited. Perspective on 
future R&D on fire safety is given. 

1 MOTIVATION OF CONDUCTING R&D ON FIRE SAFETY SCIENCE 

The design of most nuclear power plants (NPPs) is based on the U.S. Nuclear Regulatory 
Commission Framework. This framework defines a set of deterministic rules which aim to 
incorporate a defence in depth as the method to sustain safety goals. Fire safety 
assessments and operational feedback gained from fire events have shown that fire 
contributes significantly to the overall fuel damage frequency of plant designs [1]. Indeed, a 
single fire may incapacitate multiple diverse and redundant engineered systems triggering a 
common cause failure that challenges nuclear safety. This is in particular the case at NPPs 
designed to earlier standards where the original fire protection concept was based on normal 
industrial practices with no or little attention to the specific requirements of nuclear safety. As 
a result, the basis for (fire) safety within nuclear facilities is continuously evolving, leading to 
the perception that older designs may constitute a larger threat to society when compared to 
newer designs. Nevertheless, the evolving nature of the conceptual design base is mainly 
overcome by the periodic safety reviews, which resulted in improved and back fitted fire 
safety for earlier designs. In contrast with NPPs, nuclear facilities are more diverse, so 
consequently nuclear facility design is rather based on profound engineering judgement. 
In general, all nuclear facilities are designed in relation to accidental fire scenarios, under 
certain assumptions on their initiation and development mechanisms. However, conventional 
plant fire hazard analysis to life and property is based on the hypothesis of the presence of 
combustible materials in the buildings and limited number of simultaneous sources of fire. In 
addition, conventional fire safety assessment relies upon the presence of mitigation 
measures and fire related operational procedures. The operating experience in the nuclear 
facilities all over the world shows that these assumptions may not be always realistic in view 
of the development of safety strategies for a safe plant shutdown, particularly in relation to 
the fire initiation [2]. Indeed, the risk posed by fires can be comparable to or even exceed the 



 
 

 

risk from internal events. As a result there is currently a movement towards more awareness 
of the risk of internal fires.  
Progressively, an evolution towards enhanced robustness in nuclear fire safety design is 
started [3]. This evolution is made possible by the fact that the knowledge on accidental fire 
and especially on the modelling of fire scenarios has improved significantly over the last 
decade. This allows licensees to use fire modelling and fire risk information, along with 
previous and recent prescriptive requirements to ensure that nuclear power plants can be 
safely shut down in an event of fire or likewise that nuclear facilities will not challenge the 
workers, the population and the environment when an internal fire would occur. This 
evolution in state of art of fire knowledge was moreover not unnoticed by the nuclear safety 
authorities. For Belgium, the Reactor Harmonization Working Group of the Western 
European Nuclear regulatorsô Association [4] was the driving factor to encourage NPP 
licensees to prove amongst others the sustainability of their design towards internal fire. As a 
final result, the NPP licensees shall have (by law [5], at last in 2015) a Fire Hazard Analysis 
(FHA) to demonstrate that the fire safety objectives are met, that the fire design principles 
are satisfied, that the fire protection measures are appropriately designed and that any 
necessary administrative provisions are properly identified. This fire analysis shall also be 
complemented by Probabilistic Fire Safety Assessment (Fire PSA). The level 1 PSA shall 
contain assessment of fire in order to evaluate the fire protection arrangements and to 
identify risk risks caused by fire. Currently, considerations are made to implement and to 
enforce likewise assessments (e.g. FHA) for all nuclear facilities.  
Finally, one can observe a worldwide movement to introduce performance-based analysis 
into fire protection engineering practice. In 2002, the National Fire Protection Association 
(NFPA) developed the NFPA 805, ñPerformance-Based Standard for Fire Protection for 
Light-Water Reactor Electric Generating Plantsò [6] that since then has been two times 
revised. The tendency of applying performance based fire protection in modifications and for 
the Long Term Operation project is currently noticeable. 
The above described evolution in the young fire engineering discipline with sometimes very 
complex fire modelling and associated uncertainties by many limitations creates the 
necessity for the licensees and even so for the authorities and TSOs to familiarize with 
techniques in order to perform suitable analysis and/or to perform regulatory and supervising 
activities. For the above reasons, the Belgian TSO Bel V aims at acquiring proper knowledge 
and methodologies for initiating and reviewing FHA and Fire PSA which will be conducted by 
the Belgian NPP licensees in order to fulfil legal requirements. In addition, activities to gain 
more experience and knowledge on specific fire behaviour and its consequences in nuclear 
facilities are launched to mark this evolution for all nuclear facilities. 

2 SCOPE OF BEL V R&D ON FIRE SAFETY 

2.1 Fundamental knowledge 

As fire safety science is a relatively young discipline, major efforts are necessary to conduct 
fundamental research. However, Bel V, not being a research centre, does not conduct this 
kind of research. Nevertheless follow up of work conducted by researchers is done though 
the membership of the IAFSS [7], the SFPE [8], and Firepronet [9]. Occasionally, Bel V fire 
safety staff attends conferences and classes in order to be updated on new techniques and 
tendencies in the wide fire safety community. Additionally, in 2012, a first time financial 
support was granted to a post-doctoral researcher in combustion, fire & fire safety of Ghent 
University [10]. 

2.2 Update of knowledge and skills 

As Bel V is only active in the relatively small nuclear world, experience feedback related to 
fire and fire safety is often limited. In addition, (industrial) fire safety is evolving tremendously 
in the last decades. For these reasons, there is a necessity to update knowledge on a 



 
 

 

continuous base throughout the wide fire safety community. Therefore, Bel V fire safety 
experts monitor a variety of organisation both nuclear and not nuclear related, which 
providing info related to fire safety, for example: IAEA, U.S. NRC, NBN-CEN Technical 
committees 72, 127, 191 and 305, ANPI Belgium, Fireforum Belgium, Institution of Fire 
Engineers (UK), CFPA Europe, NFPA, FM Global, etc. Contacts with several national and 
foreign fire specialists are initiated and maintained. 

2.3 International collaboration 

The increasing use of fire modelling in a number of fire safety assessment studies and to 
support regulatory decision making presents challenges such as the availability of verified 
and validated fire models that can reliably predict the consequences of fires in nuclear 
installation. Validation and verification study for fire model in nuclear installation has shown 
areas where the fire models can be improved, but it also highlights areas where engineers 
should have confidence or concerns when using the current generation of fire models. 
Several questions remain open to improve fire model prediction. One of the main technical 
issues in fire safety assessment is related to smoke and hot gases propagation in a nuclear 
plant through the possible ways taking into account the disturbance of the ventilation network 
and of the room depression levels due to the fire itself and to the behaviour of active fire 
barrier elements, such as fire dampers, fire break doors, etc. Bel V was involved in moving 
the boundaries of the state-of-the art of above desirable knowledge trough the participation in 
the OECD PRISME project [11]. 

2.4 Fire risk assessment review 

At present, no clearly established methodology or knowledge base is available which covers 
the intended purpose of conducting a full independent Fire Risk Assessment (FRA) review as 
from a safety point of view. The verification of the proper use of fire models and review which 
also encompass fire modelling is however a necessity in the global safety assessment review 
conducted by the TSO. Therefore, within Bel V, the onset is given to set up a review 
methodology in order to support the review of FRA.  
 
As part of the global process of safety assessments, the Belgian TSO has to verify if one 
makes use of deterministic fire models in a responsible manner, or make a direct review of 
assessments containing computer fire modelling. In order to perform this task, experience in 
fire modelling is necessary. In addition, maintaining skills in the determination of fire models 
limitations provide even more profound awareness.  

2.5 Practical application of validated computer models for Fire Hazard Analysis in 
Nuclear Power Plants 

Based on the established methodology to validate computer models and available test data, 
the characterization of the confidence in analysis made for nuclear power plants real fire 
scenarios have been investigated [12]. The validation of the computer models is on-going, 
among others in the framework of the OECD PRISME project dedicated to the study of fire 
propagation in nuclear installations. In this context blind and open calculations of the real fire 
tests performed in this project have been conducted in order to predict the propagation of the 
fire. As a next step, the computer models and the available data are continuously explored in 
their practical use for modelling real fire scenarios. Bel V has been investigating the 
transition, in theory and practice, of the available knowledge, validation of the models and the 
existing data, to the applied field. Real fire scenarios as encountered in NPPs have been and 
are currently being worked out. Computational Fluid Dynamics codes (CFD) as ISIS [13] and 
FDS [14] are being used. For this R&D effort, cooperation in the framework of IMFSE [15] via 
Ghent University was established and found to be very progressive.  



 
 

 

2.6 Interaction between fire and ventilation system ï focus on Fire Hazard Analysis 
and dynamic confinement in nuclear facilities 

In parallel to the investigation on modelling real fire scenarios for NPPs, the specific field of 
modelling the interaction between ventilation systems (including behaviour of pressure 
cascades and leakages) and fire is considered. These configurations are of particular 
importance for nuclear facilities.  
A first work [16] conducted aimed to investigate the confidence of zone and field modelling, 
starting with a single-room configuration. Different modes of smoke and heat propagation 
from a room where the fire occurs toward an adjacent room have been treated. These 
propagation modes concerned: propagation of smoke through circular holes located in the 
upper and lower part of the wall separating the fire compartment and the adjacent room, the 
propagation of smoke through a vertical slot opening, the propagation of smoke through a 
real fire door or the propagation of smoke through a real fire door as well as the propagation 
of heat through a ventilation duct exposed to the fire and blowing air in the adjacent room. 
Pressure variations within these compartments have been investigated and the significance 
of impact of these variations on several fire modelling parameters were regarded. A major 
part of the input for code validation was obtained from the OECD PRISME project. For this 
R&D effort, again, cooperation in the framework of IMFSE via Ghent University was 
established and found to be very progressive. 
A second work [17] focused on the INTEGRAL test series from the OECD PRISME project. 
Four rooms are involved in these tests, including one corridor. These four rooms are 
connected by doors. Mechanical ventilation is used to ventilate these rooms. Two INTEGRAL 
tests were being simulated. For the first test, a pool fire served as fire source in the middle of 
the fire room. For the second case, the fuel source is an electrical cabinet. In addition, fire 
dampers on inlet and exhaust branches are used in the latter case. In total 12 basic cases 
are run for these two fire scenarios with the two-zone model Sylvia [18] developed by IRSN. 
Open simulation and blind simulation are run. For both test cases, conclusions are drawn for 
predicting heat release rate, ventilation flow rate and flow rate trough doors. Additional 
results with the field code ISIS are currently being obtained. 
As a next step, the effects of fire within a hot cell and different (potential) fire protection 
strategies used for hot cells have been studied [19]. Considering the high cost of hot cell, the 
difficulty to test cells with permanent high level of contamination and, the damage a real fire 
would have on a hot cell, it is not practical to conduct many fire tests on hot cell. An 
alternative to fire testing is using fire simulation tools. The two-zone model Sylvia is used for 
this purpose. This model is able to model the complexity of a real ventilation system. Two 
different configurations have already been considered. The first case is a single hot cell 
configuration based on a cutting cell located in Belgoprocess1. The second case is based on 
a multi-cell scenario as encountered in the SCK-CEN2. 

3 MAIN OUTCOMES OF R&D ON FIRE BEHAVIOUR 

3.1 Cooperation in OECD/NEA PRISME project 

The design of nuclear plants and facilities makes the study of fire development and 
propagation complex since there is a strong interaction between fire and ventilation 
conditions. The objectives of the OECD PRISME project were to investigate different modes 
and mechanisms involved in the spread of hot gases and smoke from the fire compartment 
towards adjacent rooms (from 1 to 3 rooms as shown in Figure 1) via the following elements:  

                                                
1
 Belgoprocess, a private company founded in 1984 in the Belgian nuclear area of Mol-Dessel, offers integrated 

nuclear waste management and decommissioning services, driven by safety and backed by hands-on industrial 
experience (http://www.belgoprocess.be). 
2
 SCKÅCEN is one of the largest research centres in Belgium with laboratories in Mol and registered office in 

Brussels. Today, about 700 employees advance the peaceful industrial and medical applications of ionising 
radiation and contribute to SCKÅCEN's overall purpose: maintain a centre of excellence for research and peaceful 
applications of nuclear science (http://www.sckcen.be/). 

http://www.belgoprocess.be/
http://www.sckcen.be/


 
 

 

Å Open door(s);  
Å Leakages (through openings, narrow slot and a certified firebreak door;  
Å Ventilation network (for example, reverse flow due to the effects of pressure, effect of 

forced vs. natural flow rate in the doorways);  
Å Ventilation duct(s) crossing the fire compartment and blowing out an adjacent room.  

The fire sources are liquid pool fire and typical real fire sources such as PVC cables and 
electrical cabinets. At the same time as the experimental tests, the partners of the OECD 
PRISME project evaluated the capabilities of various fire codes to simulate fire scenario 
based on the PRISME tests. 
 

 
Figure 1: Scheme of the DIVA facility and its ventilation network  

The main outcomes of the OECD PRISME Program concern smoke movement from the fire 
compartment to adjacent rooms, the effects of under-ventilated conditions on the fire source, 
the electrical cable behaviour submitted to high thermal stress, the building up of a large 
experimental database and the establishment of an efficient international network on this 
topic. It is not the intention of the authors to enlarge on the project in too much detail, so 
reference is made to the OECD/NEA PRISME Project Application Report which includes the 
current list of publications [11]. Additional publications to the wide fire safety engineering 
community will be made in the near future. 

3.2 Deterministic fire risk assessment review approach 

In the proposed review approach for fire risk assessment (FRA) [20], the review process is 
subdivided into three basic tasks: (1) regulatory review, (2) control of quality, and (3) 
evaluation of (minimal) technical requirements. The choice of partitioning this process is 
arbitrary and can subsequently be discussed. However, the choice is defended since the 
tasks are judged independent and complete for the intended purpose. The review 
methodology must be seen as complementary to the global TSO review work and therefore 
no specific site considerations have been described as this does not fit into a general 
methodology. These considerations are important to consider in a review. Nonetheless, the 
understanding of these site specific items is believed to be sufficiently established in the 
years of experience of the Belgian TSO. 
A structured database with information needed to adequately perform an independent review 
is set up. A Knowledge Base, supplemented by a so called óTechnical Application Baseô, 
provides a comparative framework for the reviewer of proposed methodologies, 
developments, and computations made by the licensee in the framework of deterministic 
FRA analyses. The lists with explanations are intended to identify possible defects or lacks of 
treatment when being confronted with reviewing FRA methodologies, studies and 
(sub)analyses. It is the task of the reviewer whether or not to launch appropriate actions in 
the larger framework of the TSO review work when deficiencies are encountered, taking into 
account the general and more detailed aspects of the analysis. 
 
In order to fulfil the objective of maintaining skills in fire modelling and be aware of the 
limitations, an internal assessment methodology for fire models has been proposed. Since it 
is desirable to reflect on both the ability of the numerical fire models to adequately simulate 
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the different fire scenarios, and how the numerical results should be interpreted, the 
complementary use of two documents is proposed: ASTM E1355 ñEvaluating the Predictive 
Capability of Deterministic fire Modelsò [21] and ISO 16730 ñFSE ï Assessment, verification 
and validation of calculation methodsò [22]. Because both documents assess the same 
aspects, such an approach is feasible. Moreover, it is also convenient to have a methodology 
that meets the requirements of two commonly used standards. The methodology for the 
assessment of fire models proposed is shown in Figure 2. 

 
Figure 2: Overview of the approach for Verification and Validation (V&V) study of selected fire 

models for nuclear power plant applications (Based on [23]) 

3.3 Practical application of validated computer models for FHA in NPPs 

As stated above, the main objective of this on-going work is to assess the fire safety in real 
scenarios of NPPs by means of validated fire simulation programs. The simulations of these 
scenarios have to be conducted in such a way that the results are trustable for taking action 
in order to improve fire safety. In order to achieve this objective, a first work divided in three 
parts has already been completed [12]: 

¶ Validation of the software and the user by mean of a comparison between simulations 
and fire test; 

NPP Fire Scenarios 

 (ASTM E1355, Section 7.2) 

Define representative nuclear power 

plant fire scenarios. 

Fire modelling codes 

Select and describe the fire modeling 

codes and the capabilities of the code for 

which the V&V is conducted. 

Fire Experiments 

 (ASTM E1355, Section 11.3.2) 

Define the set of fire experiments that will 

support the quantitative validation. 

Documentation of calculation method 

 (ASTM E1355, Section 7.1 & 8 ï  

ISO 16730, Chapter 4) 

Assess technical documentation and user 

manual. 

Assess the experimental data 

 (ASTM E1355, Section 11.3.3, 11.3.4 & 

11.3.5ïISO 16730, Chapter 6 & annex A) 

Check if the requirements for ref. data to 

validate a calculation method are met. 

Fire Modelling Parameters 

(NUREG-1824/NUREG-1934) 

Define the attributes of fire scenarios for which a 

quantitative V&V can be conducted. 

Report Results 

Paragraph 4.3 (ASTM E 1355, Chapter 12) 

Quantitative Validation 

 (ASTM E 1355, Chapter 10, Sections 11.3.7 & 

11.3.8 ï ISO 16730, Section 5.3 & 5.4, Annex B) 

Performing Validation including Sensitivity Analysis   

Verification 

 (ASTM E 1355, Section 9 ï ISO 16730, Section 

5.2) 



 
 

 

¶ Validation of the user through a blind simulation; 

¶ Assessment of real fire scenario. 
Each stage has a different degree in complexity and a particular way of approaching the 
results. In all the stages the program selected for the simulations is ISIS. ISIS is a Reynolds-
Averaged Navier-Stokes (RANS) CFD code, developed by IRSN, that uses different physical 
models for solving the flow turbulence, combustion, soot production and heat transfers in 
order to calculate the development of a fire. One of the important features of this code is its 
capability of computing fire scenarios in closed rooms with mechanical ventilation, like the 
ones that can be found commonly in NPPs. 
The comparison of the simulation in ISIS and the experiments has shown a good agreement 
between the temperatures measures in the gases. This is confirmed for some exercises of 
validation in the frame of the OECD PRISME Project and previous works [24]. This makes 
this simulation reliable for this specific variable. There were some problems in the 
representation of this variable near the floor, where the values were over predicted. The 
representation of the oxygen concentration is also good for the higher part of the 
compartment but the error is bigger for the points near the floor. The radiation has a similar 
behaviour than the previous variables. On the other hand, it was not possible to achieved 
trustable results for the total heat flux because the error were bigger than 30% for almost all 
the calculated points. The major error for this variable is related with the convective heat flux 
that is underestimated by the ISIS code. This can be related to the size of the cells near the 
wall and the representation of this zone by the wall functions. The validation scenarios with 
refinement of the mesh near the wall will be run in order to achieve more knowledge for this 
situation. 
Most of the analysed variables have shown curves with a similar shape to the experimental 
ones. Therefore, the representations of the physical phenomena are correct for a qualitative 
point of view. The development of a data base with comparison of experiment and ISIS 
simulation to quantify the uncertainty would be desirable for a simpler application of the 
approach proposed in chapter 4 of NUREG-1934 [25]. More development will be done in 
order to attain such data base. 
Two generic cases were studied using the same method described in the NUREG-1934 [25]. 
Furthermore a sizeable sensitivity study was performed. The fire safety goal set for these 
cases was the continuity of operation. The objectives to be met were translated in the 
demand that at least one of the safety related equipment (pumps) in the room should survive 
a fire. The failing criteria set foreword were linked with the temperature in the gases near the 
cables used for power the pumps and the radiation heat flux on these cables. For the case I 
(Figure 3), the outcomes were negative (the critical temperature was higher than the 
temperature of the criteria) for all the cases without activation of an automatic deluge system, 
hence two different approaches for improving the fire safety were analysed. Covering the 
cables with intumescent paint or with a material of low thermal conductivity, in order to 
improve the fire resistance, was the first approach. The second approach takes into account 
water curtains separating the different pumps to avoid smoke and heat propagation. Another 
conclusion was that more research is needed in order to have better understanding of how to 
model the proposed solutions. 
 

 



 
 

 

 
Figure 3: Analysis impression of the generic configuration of case I 

For the second generic case, the outcomes for this case were considered positive, meaning 
that the temperatures and radiant heat fluxes were under the failure criteria for all the 
analysed scenarios. 
 

 
Figure 4: Analysis impression of the generic configuration of case II 

The above configurations are now being investigated using the CFD code FDS instead of 
ISIS. A publication is foreseen in the near future to describe more on the results and to 
compare and explain analysis results made with both codes. 

3.4 Interaction between fire and ventilation systems 

The specific field of modelling the interaction between ventilation systems (including 
behaviour of pressure cascades and leakages) and fire is considered. These configurations 
are of particular importance for FHA and even more for assessing static and dynamic 
confinement in nuclear facilities. As the current literature has little to offer on the subject, 
Bel V puts a lot of effort in acquiring sound knowledge on the subject. Three projects have 
already been completed.  

3.4.1  Application of Zone- and Field codes to model heat and smoke propagation in support 
of Fire Hazard Analyses of Nuclear Power Plants 

In this work [16], four tests from the OECD PRISME Project that were dedicated to leakage 
have been studied. The PRISME Leak fire experiments were carried out in the DIVA facility. 
DIVA (the name DIVA is a French acronym for "experimental facility for the study of fires, 



 
 

 

ventilation and airborne contamination") was built by IRSN in order to study fires in several 
rooms configuration (Figure 1). Two rooms are involved (see Figure 5): Room 2 (also called 
fire room) which holds the pool fire located in its centre and Room 3 (also called target 
room), the adjacent room, in which the impact of smoke and hot gases propagation were 
analysed. These two rooms have identical sizes (length*width*height=6*5*4m). They are 
connected to the ventilation network to manage accurately the renewal rates of air in fire and 
adjacent rooms.  
The four side walls and the ceiling of the fire room are insulated with Rock-wool panels fixed 
on metallic frames screwed on the concrete. The ceiling of the target room is also insulated 
with Rockwool. 

 
Figure 5: plan view of DIVA facility 

Leak1 case: The aim is to simulate the leakage between two rooms. The connection 
between these two rooms consists of two circular pipes located in the upper part and lower 
part on the wall between rooms 2 and 3. The pipe is welded on the rectangular steel plate 
used as crossing plate between the 2 rooms. This scenario is depicted in Figure 6. 

 
Figure 6: Description of Leak 1 scenario 

The first circular duct is located in the upper part of the fire room. The second one is located 
in the lower part of it near the floor. 
 
Leak2 case: One vertical slot is set between the two rooms. It consists in a vertical slot 
located at the centre of the wall separating the 2 rooms.  

 
Figure 7: Description of Leak 2 scenario 



 
 

 

Leak3 case: Fire room and target room are connected by a fire door. The fire door was 
closed during the test. However the fire door itself is leaky. 

 
Figure 8: Description of Leak 3 scenario 

Leak4 case: The connection between the fire room and the target room of Leak4 is the same 
as Leak3. However, in Leak4 there is one additional internal steel duct going through the fire 
room which ventilates the target room.  

 
Figure 9: Description of Leak 4 scenario 

The Table 1 below shows the cases that are run by ISIS and Sylvia. Thorough work out 
was only done the Leak1 scenario and focus was only drawn to the difference with Leak 
1 for the other Leak scenarios.. 
 

Table 1: Overview of simulations 

 
 
The applicability of the validation results can be determined using normalized parameters 
traditionally used in fire modelling applications [25]. Normalized parameters allow users to 
compare results from scenarios of different scales by normalizing physical characteristics of 
the scenario. The range of normalized parameters that were considered, based on NUREG-
1934, are given in Table 2. One parameter specific for fire scenarios involving leakage is 
proposed in this work. This parameter is called leakage ratio. It is the ratio between the 
hourly leakage and the volume of the target room. Higher leakage ratio value means that 
there is lots of gas leakage compared to the volume of the room. Two zone model Sylvia and 
CFD model ISIS have been studied. 



 
 

 

Table 2: Range of normalized parameters use for validation purposes 

 
 
The authors will not elaborate more on this subject for now as, in the near future, publication 
will be foreseen within the fire safety community which would describes the study in more 

detail. Finally, Table 3 gives an overview of the capabilities of fire models in predicting fire 
modelling attributes. The conclusions are made based on the results which are analysed 
in chapter 4 of [16]. Readers should be aware to not adopt the conclusions prior to 
consulting and accepting [16]. 
 

Table 3: Overview of models' capability based on the results obtained in [16] 

 

3.4.2 Simulations of PRISME Integral 4 and Integral 6 Fire Tests with Sylvia 

This R&D project is on the validation of fire codes on the basis of two OECD PRISME 
Integral tests:  



 
 

 

Å PRS-INT-4: a pool fire in a 4-rooms configuration;  
Å PRS-INT-6: an electrical cabinet fire in a 4-rooms configuration with dampers 

activation. 
The aim of these open calculations is to compare assumptions and models used to simulate 
pool fire in a multi-rooms configuration, electrical cabinet fire and fire dampers closure. 
Two zone model Sylvia (whole ventilation system modelled) [17] and CFD model ISIS have 
been studied by Bel V. Basic configuration of the fire scenario and representation in Sylvia is 
shown below. 
 

 
 

 
Figure 10: Configuration of the fire scenario 

The above described configurations became part of the first exercise of the Analytical 
Working Group of the PRISME 2 OECD Project [26]. In order to honour the commitments 
elaborated in the OECD PRISME 2 project, no further details will be provided here.  
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At the end of the PRISME2 Analytical Working Groupôs exercise, guidelines for simulations of 
such fire scenario should be proposed. The lack of model capability should also be 
highlighted.  
The preliminary Bel V study showed that, with proper Sylvia input parameters, even blind 
simulation can give a very good prediction of the mass loss rate (MLR) of the fire, which 
would determine the most significant parameter HRR (heat release rate). In addition, Sylvia 
generally predicts the ventilation flow rate quite well and with appropriate value of the door 
discharge coefficient, it is possible to get a reliable prediction of flow rate trough door. 
Specific for test INT-6, NUREG/CR-6850 electric cabinet heat release data [27], in 
combination with the Lower Oxygen Limit model build in Sylvia, gives quite accurate 
prediction for HRR in blind simulations. It has also been shown that discrepancies between 
test and simulation can also be attributed to experimental data which is not accurate enough, 
which was apparently the case for INT-6. 
Final report by IRSN would be expected in June 2013. Possible publication to the wide fire 
safety community would be in a later stage. 

3.4.3 Strategy of fire protection in hot cells 

A pressure rise is expected during the breakout of a fire in a room. The pressure rise may 
reverse the pressure cascade obtained by the ventilation system designed for the hot cell. 
This may result in the flow of air from the contaminated area to uncontaminated area, which 
is unacceptable in view of safety. Therefore, it is of great importance to study the effect of a 
fire on the pressure distribution of those facilities and the effect of different fire control 
strategies.  
Sylvia, a two-zone model is used for this purpose. This model is able to model the complexity 
of a real ventilation system. Validation studies on Sylvia show that Sylvia can predict the 
pressure behaviour of a compartment quite well in face of fire (PRISME). Thus, it is reliable 
to use Sylvia in this study for the hot cell. Two different hot cell scenarios are studied and 
modelled [19].  
The first scenario consists of one large hot cell inside an industrial building as shown in 
Figure 11. The volume of the hot cell is 125 m3.  
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Figure 11: Ventilation schema and Sylvia impression of first scenario 

 
For the second scenario, the whole ventilation system (Figure 12) can be divided into three 
parts based on their functionality: ventilation of main building, ventilation of the cells and 
ventilation for monitoring. The scenario incorporates 35 hot cells. The volume of most of the 
hot cells is quite small, ranging within 0.5m3 to 5m3. Nevertheless, there exist some larger hot 
cells in the second scenario.  
 

 
  

Atmosphere 

Admission fan 
Hall 

SAS 2 

Cell 

Ventilation Room 

Chimney 

Changing 
Room 

SAS 1 




